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40 Years

	Drawings



Recovery type 120/1



Recovery type 200/1



Recovery type 300/1



Recovery type 300/4



Recovery type 500/1



Recovery type 500/4



Recovery type 750/5



Recovery type 1000/5 – Ø 750



Recovery type 1000/5 – Ø 800



Recovery type 1000/5 – Ø 900



Recovery type 1500 – type 7000



Buffer type 300



Buffer type 450



Buffer type 750



Buffer type 1000 – Ø 750



Energy storage type 450 – ESW 1/2″/20m – HX in the bottom



Energy storage type 450 – ESW 1/2″/20m – HX stretched over the tank height



Energy storage type 750 – ESW 3/4″/30m – HX in the bottom



Energy storage type 750 – ESW 3/4″/30m – HX stretched over the tank height



Energy storage type 750 – ESW 1″/30m – HX in the bottom



Energy storage type 750 – ESW 1″/30 m – HX stretched over the tank height



Energy storage type 1.000/ø750 – ESW 1″/50m – HX in the bottom



Energy storage Typ 1.000/ø750 – ESW 1″/50m – HX stretched over the tank height



Energy storage type 1.000/ø800 – ESW 1″/50mtr. mit unten eingebauten WT



Energy storage type 1.000/ø800 – ESW 1″/50m – HX stretched over the tank height



Energy storage type 1.000/ø900 – ESW 1″/30m – HX in the bottom



Energy storage type 1.000/ø900 – ESW 1″/30m – HX stretched over the tank height



Water chiller type 180 – 950 | vertical version



Water chiller type 180 – 950 | horizontal version



Cold water buffer type 180 – 950 | vertical version



Cold water buffer type 180 – 950 | horizontal version

	Wiring Diagrams



Potable water warming and postheating



Tap water warming and postheating by a seperate heating circuit



Recovery for CO2-units | potable water warming and post heating



Energy storage tank with post heating in the upper part



Energy storage tank with external post-heating



Energy storage tank for CO2 and gas boiler for post-heating



Heat recovery for tap water and a heating circuit



Recovery | parallel connection



Tap water buffer and fitted de-superheater



Tap water buffer and separate fitted de-superheater



Tap water buffer and two separate de-superheaters



Parallel connection of 2 tap water buffers and one DK de-superheater



Energy buffer and external de-superheater or condenser



De-superheater and condenser including pump



Water chiller for tap water including re-circulation pump



Water chiller stainless steel – open and pressureless system

	Brochures



Suction gas heat exchanger | variations

References

Cheap Trick

Energy storage tank

Hygiene Kit

Recovery for transcritical CO2-refrigeration units

Recovery Tanks for transcritical CO2-refrigeration plants

Water Chiller

Suction Gas Heat Exchanger

	Assembly & Operating Instructions



Assembly and Operating Instructions | Heat Recovery



Assembly and Operating Instructions | Energy Storage



Assembly and Operating Instructions | Retrofitting an internal heat exchanger



Assembly and Operating Instructions | Retrofitting Electrical Heater



Assembly and Operating Instructions | Water Chiller



Assembly and Operating Instructions | Suction Gas Heat Exchanger

	Certificates 



Certificate Quality Management system DIN EN ISO 9001 : 2015



DVGW-Certificate (Germany) for internal heat exchangers and tanks



DVGW-Certificate (Germany) for external heat exchangers and buffers



Audit Report frpm WESSLING GmbH – German



SVGW-Certificate (Switzerland) for internal heat exchangers and tanks



SVGW-Certificate (Switzerland) for external heat exchangers



ÜWG – Monitoring certificate (German)








							

																													

	
						
					
  
				  
				
				
								
					







Ever Year DK Systems Save…



0
Tonnes of Carbon Saved





0
Equivalent in Trees





0
Gigawatt





0
Hot Water Production (m3)
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DK HEAT RECOVERY

	The Lodge Autherd Garth,

Walkington,

Beverley,

England, HU17 8RZ

	
01482 426264



	info@dkheatrecovery.co.uk

	
Monday – Friday: 8:00 AM – 8:00 PM






SERVICES

Heat Recovery
Suction Gas Coolers
Water Chilling
CO2
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